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LIFT AWAY
LIFT STATION CLEANER 

Emulsifies and degreases raw sewage as it LIFTS AWAY into lift station wells. 
The accumulation of sewage, grease, oils, fatty acids, calcium, and soap scum 

forms deposits on wet well walls. LIFT AWAY leaves a pleasant citrus scent 
that effectively controls offensive odors. Add it directly to lift station wet wells 

in its concentrated form for effortless cleaning. Degreasing and cleaning are 
accomplished by the rise and fall of the water level. As the water level rises 
and lowers, LIFT AWAY removes the sludge from the sides of the walls, then 

“seals and contains” offensive odors from the lift station and totally eliminates 
the offensive job of cleaning lift station grease traps or sumps manually. LIFT 
AWAY is biodegradable, nonfreezing, contains no phosphates, no quaternary 
compounds, no chlorinated solvents, and is free from alkali and acids and will 

not inhibit waste digestion when used as directed.

LIFT AWAY lift station cleaner is a d-limonene based lift station degreaser. It 
floats on top of the water and cleans and degreases as the water level rises 
and falls in the lift station. Pleasant citrus fragrance deodorizes while it cleans.
Bright orange color easily indicates when product needs to be replaced.

•Natural d-Limonene degreases quickly
•Pleasant scent
•Removes grease, oil, grime, dirt

Available in 4x1 gallons, 5 gallon pails and 55 gallon drums.

FORM: Liquid
FLASH POINT: >200°F

ODOR: Citrus
FLAME EXTENSION: N/A

COLOR: Orange
SOLUBILITY IN WATER: 0%

DETERGENCY: N/A
SPECIFIC GRAVITY: 0.84 g/ml
TOXICITY: 400 ppm OSHA TLV

% VOLATILE BY VOLUME: 100%
WETTING ABILITY: Excellent

EVAPORATION RATE: Moderate
PHOSPHATES: N/A

BIODEGRADABLE: Yes
STORAGE STABILITY: 1 year +

PROPELLANT: N/A
COLD STABILITY: 0°F

pH: N/A
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USE ON USE IN USE FOR
•LIFT STATIONS
•MANHOLES
•SEWAGE PITS
•SUMPS

•PLANTS
•FACTORIES
•SHOPS
•WORK SITES
•HOUSING COMPLEXES
•SCHOOLS
•HOSPITALS

•DEGREASING
•EMULSIFYING SEWAGE
•DEODORIZING

LIFT AWAY should be added to wet well until a layer of 8 to 12 inches is floating 
on the surface. This initial treatment should remain effective for a period of 3 to 
6 months, depending on system demands. Add as needed.


